
 

Thông số kỹ thuật

Fluke 1587 FC Insulation Multimeter

Tính năng chính
Safety first. Connect the insulation tester then keep yourself out of harm's way by monitoring your test
measurements remotely.
Prove your job is done right by quickly seeing and sharing insulation resistance test results wirelessly with your
smartphone.
Quickly find problems by saving and comparing measurements over time on a wireless device.

Tổng quan sản phẩm: Fluke 1587 FC Insulation Multimeter

Keep yourself safe. Find hidden problems faster. Put the paperwork down.

Fluke Connect + Fluke's 1587 FC Insulation Multimeter helps you identify tough problems, fix, and wirelessly
communicate your work quickly and easily - all at a safe distance.

Add diagnostics with Fluke Connect

The Fluke 1587 FC is Fluke Connect-enabled so you can download the free Fluke Connect® Measurements app to your
smartphone and gain additional functions, including:

Safety first. Keep yourself out of harm’s way by monitoring your test measurements remotely.
Prove your job is done right by quickly seeing and sharing measurement results wirelessly with your smartphone.
Quickly find problems by saving and comparing measurements over time on a wireless device.
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PI/DAR timed ratio tests with TrendIt™ graphs to identify moisture and contaminated insulation problems faster
Memory storage through Fluke Connect that saves measurements to your phone or the cloud and eliminates the
need to write down results. Reduces errors and saves data for historical tracking over time
Temperature compensation to establish accurate baselines and relevant historical comparisons
Historical tracking and trending of assets to identify insulation degradation over time and allow real-time decisions
to be made in the field with Fluke Connect® Assets (sold separately)
Provides memory storage through Fluke Connect Measurements to eliminate the need to write down results
Includes live circuit detection to prevent insulation test if voltage >30 V is detected
Supports historical tracking and asset trending of assets to identify degradation over time with Fluke Connect®
Assets (sold separately)
Incorporates VFD low-pass filter for accurate variable frequency motor drive measurements
Includes auto-discharge of capacitive voltage for added user protection
Measures ac/dc voltage, dc millivolts, ac/dc milliamps, resistance, and continuity
Includes capacitance, diode test, temperature, min/max, frequency measurements and insulation test smoothing
reading
Automatically powers off to save battery power
Comes with remote probe, test leads, alligator clips, K-type thermocouple, hard case, and three-year warranty.

Useful resources and rugged tools for Solar professionals

 

 Fluke 115 Field Technicians Digital Multimeter Fluke 87V Industrial Multimeter Fluke 3000 FC Series Wireless Multimeter Fluke 1587 FC Insulation Multimeter Fluke 279 FC True-rms Thermal Multimeter

CAT rating CAT III 600 V CAT III 1000 V
CAT IV 600 V

CAT III 1000 V
CAT IV 600 V

CAT III 1000 V
CAT IV 600 V

CAT III 1000 V
CAT IV 600 V

True-rms
readings ✔ ✔ ✔ ✔ ✔

Voltage
AC/DC 600 V 1000 V 1000 V 1000 V 1000 V

Current
AC/DC 10 A 10 A 400 mA 400 mA 2500 A AC (with iFlex)

Resistance 40 MΩ 50 MΩ 50 MΩ 50 MΩ 50 MΩ
Capacitance 10,000 μF 10,000 μF 10,000 μF 10,000 μF 10,000 μF

Temperature - -200.0 °C to 1090 °C with t3000 FC -40 °C to 537 °C Infrared camera
-10 °C to 200 °C

Infrared
camera - - - - ✔

Additional
measurement
capabilities

Continuity/diode test

Frequency,
continuity/diode test,
motor drive (VFD)
measurement,
duty cycle,
microamps, analog
bar graph, relative
reference

Frequency,
continuity/diode test.
Able to connect to
three 3000 FC
modules.

Frequency, Pi/DAR
timed ratio tests,
continuity/diode test, motor drive (VFD)
measurement,
microamps, relative
reference

Frequency,
continuity/diode test,
motor drive (VFD)
measurement

Thông số kỹ thuật: Fluke 1587 FC Insulation Multimeter

Electrical Specifications

AC voltage measurement

Range

600.0 mV

Resolution 0.1 mV

Accuracy 50 Hz to 60 Hz ±(% of
Rdg + Counts) ±(1% + 3)

Accuracy 60 Hz to 5000 Hz ±(% of
Rdg + Counts) ±(2% + 3)

https://www.fluke.com/vi-vn/products/electrical-testing/best-solar-energy-industry-tools
https://www.fluke.com/vi-vn/product/electrical-testing/digital-multimeters/fluke-115
https://www.fluke.com/vi-vn/product/electrical-testing/digital-multimeters/fluke-87v
https://www.fluke.com/vi-vn/product/electrical-testing/digital-multimeters/fluke-3000-fc
https://www.fluke.com/vi-vn/product/electrical-testing/insulation-testers/fluke-1587-fc
https://www.fluke.com/vi-vn/product/electrical-testing/digital-multimeters/fluke-279-fc
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6.000 V

Resolution 0.001 V

Accuracy 50 Hz to 60 Hz ±(% of
Rdg + Counts) ±(1% + 3)

Accuracy 60 Hz to 5000 Hz ±(% of
Rdg + Counts) ±(2% + 3)

60.00 V

Resolution 0.01 V

Accuracy 50 Hz to 60 Hz ±(% of
Rdg + Counts) ±(1% + 3)

Accuracy 60 Hz to 5000 Hz ±(% of
Rdg + Counts) ±(2% + 3)

600.0 V

Resolution 0.1 V

Accuracy 50 Hz to 60 Hz ±(% of
Rdg + Counts) ±(1% + 3)

Accuracy 60 Hz to 5000 Hz ±(% of
Rdg + Counts) ±(2% + 3)¹

1000 V

Resolution 1 V

Accuracy 50 Hz to 60 Hz ±(% of
Rdg + Counts) ±(2% + 3)

Accuracy 60 Hz to 5000 Hz ±(% of
Rdg + Counts) ±(2% + 3)¹

¹ 1 kHz bandwidth

Low-Pass Filter Voltage 

Range

600.0 mV

Resolution 0.1 mV

Accuracy 50 Hz to 60 Hz ±(% of
Rdg + Counts) ±(1% + 3)

Accuracy 60 Hz to 400 Hz ±(% of
Rdg + Counts) +(2% + 3), -(6% - 3)

6.000 V

Resolution 0.001 V

Accuracy 50 Hz to 60 Hz ±(% of
Rdg + Counts) ±(1% + 3)

Accuracy 60 Hz to 400 Hz ±(% of
Rdg + Counts) +(2% + 3), -(6% - 3)

60.00 V

Resolution 0.01 V

Accuracy 50 Hz to 60 Hz ±(% of
Rdg + Counts) ±(1% + 3)

Accuracy 60 Hz to 400 Hz ±(% of
Rdg + Counts) +(2% + 3), -(6% - 3)
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600.0 V

Resolution 0.1 V

Accuracy 50 Hz to 60 Hz ±(% of
Rdg + Counts) ±(1% + 3)

Accuracy 60 Hz to 400 Hz ±(% of
Rdg + Counts) +(2% + 3), -(6% - 3)

1000 V

Resolution 1 V

Accuracy 50 Hz to 60 Hz ±(% of
Rdg + Counts) ±(2% + 3)

Accuracy 60 Hz to 400 Hz ±(% of
Rdg + Counts) +(2% + 3), -(6% - 3)

DC Voltage Measurement

Range Resolution Accuracy ±(% of Rdg + Counts)

6.000 V dc 0.001 V ±(0.09% + 2)

60.00 V dc 0.01 V ±(0.09% + 2)

600.0 V dc 0.1 V ±(0.09% + 2)

1000 V dc 1 V ±(0.09% + 2)

Input impedance 10 MΩ (nominal), <100 pF

Normal mode rejection ratio >60 dB @ 50 Hz or 60 Hz

Common mode rejection ratio >120 dB @ dc, 50 Hz or 60 Hz (1 k unbalance)

Accuracies apply to ± 100% of range

DC Millivolts Measurement

Range Resolution Accuracy ±(% of Rdg + Counts)

600.0 mVdc 0.1 mV ±(0.1% + 1)

DC and AC Current Measurement

AC 45 Hz to 1000 Hz

Range 400 mA

Resolution 0.1 mA

Accuracy ±(% of Rdg+Counts) ±(1.5% + 2)¹

Burden voltage (Typical) 2 mV/mA

Range 60 mA 

Resolution 0.01 mA 

Accuracy ±(% of Rdg+Counts) ±(1.5% + 2)¹

Burden voltage (Typical) 2 mV/mA

DC

Range 400 mA

Resolution 0.1 mA

Accuracy ±(% of Rdg+Counts) ±(0.2% + 2)
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Burden voltage (Typical) 2 mV/mA

Range 60 mA

Resolution 0.01 mA

Accuracy ±(% of Rdg+Counts) ±(0.2% + 2)

Burden voltage (Typical) 2 mV/mA

Overload 600 mA for 2 minutes maximum

Fuse protection for mA input 0.44 mA, 1000 V, IR 10 kA

AC conversion Inputs are ac-coupled and calibrated to the rms value of sine wave input

Conversions are true-rms responding and specified from 5% to 100% of range. Input signal crest factor can be up to
3 up to 300 mA, decreasing linearly to crest factor ≤1.5 at 600 mA. For non-sinusoidal waveforms add +(2% reading
+ 2% FS) typical, for a crest factor up to 3.

¹ 1 kHz bandwidth

Ohms Measurement

Range Resolution Accuracy +(% of Rdg+Counts)¹

600.0 Ω 0.1 Ω ±(0.9% + 2)

6.000 kΩ 0.001 kΩ ±(0.9% + 2)

60.00 kΩ 0.01 kΩ ±(0.9% + 2)

600.0 kΩ 0.1 KΩ ±(0.9% + 2)

6.000 MΩ 0.001 MΩ ±(0.9% + 2)

50.0 MΩ ² 0.01 MΩ ±(1.5% + 3)

Overload protection 1000 V rms or dc

Open circuit test voltage <8.0 V dc

Short circuit current <1.1 mA

¹ Accuracies apply from 0% to 100% of range
² Up to 80% relative humidity

Diode Test

Diode test indication Display voltage drop: 0.6 V at1.0 mA nominal test current:

Accuracy ±(2% + 3)

Continuity Test

Continuity indication Continuous audible tone for testresistance below 25 Ω and off above 100
Ω. Maximum Reading; 1000 Ω

Open circuit voltage <8.0 V

Short circuit current 1.0 mA typical

Overload protection 1000 V rms

Response time >1 m sec

Frequency Measurement

Range Resolution Accuracy ±(% of Rdg+Counts)
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99.99 Hz 0.01 Hz ±(0.1% + 1)

999.9 Hz 0.1 Hz ±(0.1% + 1)

9.999 kHz 0.001 kHz ±(0.1% + 1)

99.99 kHz 0.01 kHz ±(0.1% + 1)

Frequency Counter Sensitivity

600.0 mV ac 

V ac Sensitivity (RMS Sine Wave)¹
 5 Hz to 20 kHz 100.0 mV 

V ac Sensitivity (RMS Sine Wave)¹ 
20 kHz to 100 kHz 150.0 mV 

DC Trigger Levels¹ to 20 kHz² NA

6.0 V 

V ac Sensitivity (RMS Sine Wave)¹
 5 Hz to 20 kHz 1.0 V 

V ac Sensitivity (RMS Sine Wave)¹ 
20 kHz to 100 kHz 1.5 V 

DC Trigger Levels¹ to 20 kHz² -400.0 mV and 2.5 V

60.0 V 

V ac Sensitivity (RMS Sine Wave)¹
 5 Hz to 20 kHz 10.0 V 

V ac Sensitivity (RMS Sine Wave)¹ 
20 kHz to 100 kHz 36.0 V 

DC Trigger Levels¹ to 20 kHz² 1.2 V and 4.0 V

600.0 V 

V ac Sensitivity (RMS Sine Wave)¹
 5 Hz to 20 kHz 100.0 V 

V ac Sensitivity (RMS Sine Wave)¹ 
20 kHz to 100 kHz -

DC Trigger Levels¹ to 20 kHz² 12.0 V and 40.0 V

1000.0 V 

V ac Sensitivity (RMS Sine Wave)¹
 5 Hz to 20 kHz 300.0 V 

V ac Sensitivity (RMS Sine Wave)¹ 
20 kHz to 100 kHz -

DC Trigger Levels¹ to 20 kHz² 12.0 V and 40.0 V

¹ Maximum input for specified accuracy = 10x range (1000 V max). Noise at low frequencies and amplitudes may
affect accuracy
² Usable to 100 kHz with full scale input

Capacitance

Range Resolution Accuracy ±(% of Rdg+Counts)

1000 nF 1 nF ±(1.2% + 2)

10.00 μF 0.01 μF ±(1.2% + 2)

100.0 μF 0.1 μF ±(1.2% ±90 counts)

9999 μF 1 μF ±(1.2% ±90 counts)

Temperature Measurement
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Range Resolution Accuracy ±(% of Rdg+Counts)¹

-40 ° C to 537 ° C 0.1 °C ±(1% + 10 counts)

-40 ° F to 998 ° F 0.1 °F ±(1% + 18 counts)

¹ Accuracies apply following 90 minutes settling time after a change in the ambient temperature of the instrument

Insulation Specifications

Measurement range 0.01 MΩ to 2 GΩ

Test voltages 50, 100, 250, 500, 1000 V

Test voltage accuracy +20%, -0%

Short-circuit test current 1 mA nominal

Auto discharge Discharge time <0.5 second for C = 1 μF or less

Live circuit detection Inhibit test if terminal voltage > 30 V prior to initialization of test

Maximum capacitive load Operable with up to 1 μF load

Output Voltage

50 V (0% to +20%)

Display range 0.01 to 6.00 MΩ

Resolution 0.01 MΩ

Test current 1 mA @ 50 kΩ

Resistance accuracy ±(% of Rdg +
Counts) ±(3% + 5 counts)

Display range 6.0 to 50.0 MΩ

Resolution 0.1 MΩ

Test current 1 mA @ 50 kΩ

Resistance accuracy ±(% of Rdg +
Counts) ±(3% + 5 counts)
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100 V (0% to +20%)

Display range 0.01 to 6.00 MΩ

Resolution 0.01 MΩ

Test current 1 mA @ 100 kΩ

Resistance accuracy ±(% of Rdg +
Counts) ±(3% + 5 counts)

Display range 6.0 to 60.0 MΩ

Resolution 0.1 MΩ

Test current 1 mA @ 100 kΩ

Resistance accuracy ±(% of Rdg +
Counts) ±(3% + 5 counts)

Display range 60 to 100 MΩ 

Resolution 1 MΩ

Test current 1 mA @ 100 kΩ

Resistance accuracy ±(% of Rdg +
Counts) ±(3% + 5 counts)

250 V (0% to +20%)

Display range 0.1 to 60.0 MΩ 

Resolution 0.1 MΩ

Test current 1 mA @ 250 kΩ 

Resistance accuracy ±(% of Rdg +
Counts) ±(1.5% + 5 counts)

Display range 60 to 250 MΩ 

Resolution 1 MΩ

Test current 1 mA @ 250 kΩ 

Resistance accuracy ±(% of Rdg +
Counts) ±(1.5% + 5 counts)

500 V (0% to +20%)

Display range 0.1 to 60.0 MΩ

Resolution 0.1 MΩ

Test current 1 mA @ 500 kΩ 

Resistance accuracy ±(% of Rdg +
Counts) ±(1.5% + 5 counts)

Display range 60 to 500 MΩ

Resolution 1 MΩ

Test current 1 mA @ 500 kΩ 

Resistance accuracy ±(% of Rdg +
Counts) ±(1.5% + 5 counts)
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1000 V (0% to +20%)

Display range 0.1 to 60.0 MΩ 

Resolution 0.1 MΩ

Test current 1 mA @ 1 MΩ

Resistance accuracy ±(% of Rdg +
Counts) ±(1.5% + 5 counts)

Display range 60 to 600 MΩ 

Resolution 1 MΩ

Test current 1 mA @ 1 MΩ

Resistance accuracy ±(% of Rdg +
Counts) ±(1.5% + 5 counts)

Display range 0.6 to 2.0 GΩ 

Resolution 100 MΩ 

Test current 1 mA @ 1 MΩ

Resistance accuracy ±(% of Rdg +
Counts) ±(10% + 3 counts)

General Specifications

Maximum voltage applied to any
terminal and common 1000 V

Storage temperature -40 °C to 60 °C (-40 °F to 140 °F)

Operating temperature -20 °C to 55 °C (-4 °F to 131 °F)

Temperature coefficient 0.05 x (specified accuracy) per °C for temperatures <18 °C or >28 °C (<64
°F or >82 °F)

Relative humidity

Noncondensing

0% to 95% @ 10 °C to 30 °C (50 °F to 86 °F)

0% to 75% @ 30 °C to 40 °C (86 °F to 104 °F)

0% to 40% @ 40 °C to 55 °C (104 °F to 131 °F)

Vibration Random, 2 g, 5-500 Hz per MIL-PRF-28800F, Class 2 instrument

Radio frequency communication 2.4 GHz ISM Band

Radio frequency certification FCC: T68-FBLE, IC: 6627A-FBLE

Electromagnetic Compatibility 
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International

IEC 61326-1:Portable Electromagnetic Environment; IEC 61326-2-2 CISPR
11: Group 1, Class A

Group 1: Equipment has intentionally generated and/or uses conductively-
coupled radio frequency energy that is necessary for the internal function
of the equipment itself.

Class A: Equipment is suitable for use in all establishments other than
domestic and those directly connected to a low-voltage power supply
network that supplies buildings used for domestic purposes.  There may be
potential difficulties in ensuring electromagnetic compatibility in other
environments due to conducted and radiated disturbances.

Emissions that exceed the levels required by CISPR 11 can occur when the
equipment is connected to a test object. The equipment may not meet the
immunity requirements of this standard when test leads and/or test probes
are connected.

Korea (KCC)

Class A Equipment (Industrial Broadcasting & Communication Equipment)

Class A: Equipment meets requirements for industrial electromagnetic
wave equipment and the seller or user should take notice of it. This
equipment is intended for use in business environments and not to be used
in homes.

USA (FCC) 47 CFR 15 subpart B. This product is considered an exempt device per
clause 15.103.

Enclosure protection IEC 60529: IP40 (non-operating)

Safety

IEC 61010-1 Pollution Degree 2

IEC 61010-2-033 CAT IV 600 V / CAT III 1000 V

Batteries Four AA batteries (IEC LR6)

Battery life

Meter use 1000 hours; Insulation test use: Meter can perform at least 1000
insulation tests with fresh alkaline batteries at room temperature. These
are standard tests of 1000 V into 1 MΩ with a duty cycle of 5 seconds on
and 25 seconds off.

Size (H x W x L) 5.0 x 10.0 x 20.3 cm (1.97 x 3.94 x 8.00 in)

Weight 550 g (1.2 lb)

Altitude
Operating 2000 m

Storage 12,000 m

Over-range capability 110% of range except for capacitance which is 100%

Frequency overload protection <107 V Hz

Fuse protection for mA input 0.44A, 1000 V, IR 10 kA
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Model

FLK-1587-FC
Fluke 1587 FC Insulation Multimeter

Includes:
Remote probe
Test leads
Alligator clips
K-type thermocouple
Soft case
User documentation

Optional accessories Description

Fluke TL175 TwistGuard™ Test Leads Simply twist to change the exposed probe tip length.

Hộp EVA cứng bảo vệ dụng cụ Fluke
C37XT

Hộp xốp EVA bền chắc và có ngăn để đựng an toàn hầu hết đồng hồ vạn
năng

Fluke TLK-225 SureGrip™ Master
Accessory Set

Includes all the SureGrip™ leads and probes in a handy six-pocket, roll-up
pouch, along with TL224 test leads.

Ba lô dụng cụ chuyên nghiệp Fluke Pack30
The Fluke Pack30 tool backpack gives you a comfortable hands-free
experience vs. traditional tool belts that put all the weight on your lower
back.



 

Fluke. Giữ cho thế giới của bạn. không ngừng vận động.

Fluke Corporation
PO Box 9090, Everett, WA 98206 U.S.A.

Representative office of Fluke South East Asia Pte
Ltd
C/O Danaher Vietnam
Green Power Tower, 11th Floor Unit 2
35 Ton Duch Thang Street, District 1
Ho Chi Minh City
Vietnam
Tel: +84-8-2220-5371 (ext 103)
Email: info.asean@fluke.com
www.fluke.com/vn

For more information call:
In the U.S.A. (800) 443-5853
In Europe/M-East/Africa
+31 (0)40 267 5100
In Canada (905) 890-7600
From other countries +1 (425) 446-5500

©2024 Fluke Corporation. Specifications subject to
change without notice.
05/2024

Modification of this document is not permitted
without written permission from Fluke Corporation.

12    Fluke Corporation     Fluke 1587 FC Insulation Multimeter

https://www.fluke.com/vi-vn/product/electrical-testing/insulation-testers/fluke-1587-fc

Đơn giản hóa bảo trì dự phòng. Chấm dứt tình trạng kiểm tra lại.

Tiết kiệm thời gian và cải thiện độ tin cậy của dữ liệu bảo trì bằng cách đồng bộ các phép đo qua mạng
không dây với hệ thống Fluke Connect.

Loại bỏ lỗi nhập dữ liệu bằng cách lưu kết quả đo trực tiếp từ thiết bị và kết hợp chúng với lệnh sản
xuất, báo cáo hoặc hồ sơ thiết bị.
Tối đa thời gian hoạt động và ra các quyết định bảo trì một cách chính xác với dữ liệu đáng tin cậy và
có thể theo dõi được.
Bỏ bảng ghi tạm, sổ ghi chép và nhiều bảng tính và chuyển sang sử dụng truyền phép đo trực tiếp qua
mạng không dây.
Truy cập các phép đo cơ sở, lịch sử và hiện tại theo từng thiết bị.
Chia sẻ dữ liệu đo thông qua các cuộc gọi video và email ShareLive™

Tìm hiểu thêm tại flukeconnect.com

Tất cả nhãn hiệu thương mại thuộc về các chủ sở hữu tương ứng. Cần có WiFi hoặc di động để chia sẻ dữ liệu. Không bán kèm điện
thoại thông minh, dịch vụ không dây và gói dữ liệu. Miễn phí 5GB dung lượng lưu trữ đầu tiên..

Không bán kèm điện thoại thông minh, dịch vụ không dây và gói dữ liệu. Fluke Connect chỉ bán ở một số quốc gia.

https://connect.fluke.com/en/home

